TECHNICAL DATA DC20 S 55 ]
5L S
: : - : =7 5§ | L
Volume capacity. The rating varies owing 8-25 mh s - H =
to the sludge type : SEn £ 24 L s |8
. Wi 17 i
Max dry solid/hour 800 kg || oE E8 B3 s |k
g gs S £E .2 2 © 8
| g — VI B
. |3 »¥ X F b= E ©Sg —
Drum diameter 531mm e cEaT 9 ¥ 2% 2, i3 g2
o] o x o - 20 23 o5 W
AR o80T WW 5o 88 5, £8 Ball 29%2%
- 3§25, E 23 ([@53538)8
Rotor length 2298 mm 5= 29 £E5 25 BE || 1., B
T = £6 22 89 82 22 ||f £ i e
2 5| SPEefr sz i[O
indri al 8 58 28 5% CZE 2F Mg X|isei]
Cylindrical rotor length 1656 mm .8 u% 5; €5k 2= g Be BE Ol £ &5
goz T A
Max. Clarification area 2.2m? Sl s8152 3
B 3
= 5 g
Max. Hydraulic volume 317 lit. = e 2 5 °TS
= = | 28 py
Max g-force 1435 m/s? 8 °tg'j_"'gj° e [ II' 25|23
b g [ T ! 1 23 % 3
; U e p [—% 1%
Mag g-force, HS version 2004 m/s? el L i | i
. i i 1 i
Max rotation 2200 rpm Z|| O il ‘ | |
g :
, . Xl I . Z | | |
Max rotation , HS version 2600 rpm @] of ‘ |
7l & 2 | | |
5 : O ) ‘ | |
Sound level (distance 1 m open air) 82 dB(A) 5 —e— | | [ 5
§° I -
: .3 LA L _
. . Standard: Carbon steel, epoxy painted =t 8 B O P ‘ ! ‘
Material, centrifuge ) . . B2 o
Option: Stainless steel material =3 Is ET f\v E L
2% i 0 [ L I $ ] g
Material, fastening elements Stainless steel 23 3 ‘ ! z
55 I ) 0 | N8
. . | | 4
Wear protection, screw Thermal sprayed wolfram carbide B g %
ot g Eé’ s )
Lubrication bearings Grease g3 g g3 who/en 0za |0 |
Tl ge A
EB ER
EE|E 2 .
a @ o v
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